
Professional Security Cameras 
EL-MLC-54 Series 

 
• Sony 1/3” Super HAD CCD 

• Horizontal Resolution more than 540TVLine 

• Built in Vari-Focal 

• External Varifocal Adjustment 

• 12VDC (Non-Polarity) 

• IP 66 Rating 

• Hidden Wire Channel 

• Adjustible Sunshiel 

• Versitle Dual Pivot Mount 
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Security and Beyond Electronics Line USA

Minimum Illumination  0.5 Lux 

Electrical Shutter  1/60 ~ 1/100,000(NTSC) 

Lens 2.6-6,4-9,9-22mm Varifocal

Camera Model El-MLC-54 Series 

S p e c i f i c a t i o n s  

Power Source 12 VDC (Non-Polarity)/180mA 

 

Gamma Correction 0.45 

Video Output 1.0Vp-p Composite 

S/N Ratio  More than 48dB 

Scanning Frequency (H)15.734KHz(V)59.95Hz(NTSC) 

Sync. System Internal (12VDC/Non-Polarity) 

Operating Temperature 14°F~122°F 

Dimensions 5.2”(W) x 2”(H) 

Weight .45 lbs 
 

Ordering Info: 
EL-MLC-54/26 
EL-MLC-54/49 
EL-MLC-54/922 

Material Aluminum 

Color Ivory 

 

Image Sensor 1/3" Sony HQ Super HAD, CCD 

Effective Pixels 525K NTSC 768(H)x494(V) 

Horizontal Resolution 540TV Lines 

White Balance Automatic White Balance (AWB) 

The EL-MLC54 Series MiniEnviro Light Cameras are high resolution 540 TV Line cameras that incorporate the 
latest Sony CCD and Digital Signal Processor (DSP) technology providing the highest quality color images in 
variable lighting conditions.  The EL-MLC54 Series provides flexibility with an IP66 weatherproof enclosure and 
is equipped with your choice of 2.5-6mm, 4-9mm and 9-22mm lenses with external vari-focal adjustments. 


