
Vandal Resistant Surveillance

CAMERAS

Product Features:
• High Performance   	     	
    Cameras Using
        1/3" CCDs 

• Sealed Metal Housing 
     is Weatherproof and
     Vandal Resistant     

• 550 TV Lines of High 	 	
     Resolution [Black & White] 

• 550 TV Lines of High
     Resolution [Color] 	 	

• Excellent Low Light
     Sensitivity

• Includes Cable With
    BNC Connector for 
    Video and a DC Jack
    for Power

• Excellent Picture Quality,      	
    Compact Size, Metal     		
    Structure and Easy
     Installation

• Built-In Reverse 
    Polarity Protection

• Fully Adjustable to 
    Cover All Angles

EL-3820
Black & White
EL-8720 Color
High Resolution

Manufactured by:
Electronics Line USA  •  1640 Range Street  •  Boulder, CO  80301

TEL:  303-938-1133   FAX:  303-938-8062    1-800-683-6835

Model

Image Sensor

Scanning

Synchronization

Resolution

Min. Illumination

Optional Lens

Gain Control

Signal output

S/N Ratio

Electronic Shutter

Gamma Correct

White Balance

Power Source

Power Consumption

Dimensions

Weight

Temperature

EL-8720/Color

1/3" DSP CCD

2:1 Interlaced

Internal

550 Lines

1.0 Lux @ f 2.0

2.9, 3.6 and 6.0mm

Automatic 18dB

Composite

More than 46dB

1/60–1/100,000

R=0.45

Auto In/Out

12V DC

240mA

90mm(W) X 50mm(H) 

6.9 oz.

EL-3820/B&W

1/3" CCD

2:1 Interlaced

Internal

550 Lines

.02 Lux @ f 2.0

2.9, 3.6 and 6.0mm

Automatic 18dB

Composite

More than 46dB

1/60–1/100,000

R=0.45

N/A

12V DC

120mA

90mm(W) X 50mm(H) 

6.9 oz.

Camera Specifications

-10° C to +50° C


