OBSERVATION SYSTEM ACCESSORIES

WEATHERPROOF NIGHT VISION COLOR CAMERA
WITH AUDID

FEATURES

e 1/4” advanced CCD image sensor provides superior image quality

* Excellent low light sensitivity with 12 infrared LED illuminators*
e Professional Grade Weatherproof** camera

» \Weatherproof** camera ideal for Indoor / Outdoor applications
e 63 ft. (20m) cable included

* Color video by day, automatically switches to B&W at night.

*Night Vision Range up to 15 ft. in ideal conditions
** |P67, Not recommended for submersion in water

SPEGCIFICATIONS

Image Sensor: 1/4” Interline transfer type color CCD
Effective Pixels (NTSC): 510H x 492V (250K)
Scanning System (NTSC): 525 Lines 2:1 Interlace
Scanning Frequency (NTSC): 15.734 KHz (H), 59.94Hz (V)
Resolution: Horizontal 350 TV lines
Shutter Speed (NTSC): 1/60 ~ 1/10,000 sec.
S/N Ratio: More than 48dB (AGC off)
Sync. System: Internal
Min. lllumination: 1.0 LUX (without LED) / 0.1 LUX (with LED) COMPATIBLE WITH:
White Balance: AWB o . 'TM
Video Output: VBS 1.0 Vp-p (75 © load) Lorex™, Sylvania
Audio: Integrated microphone (one way) and Sentinel CCTVY ™
Lens: Fixed Lens (6mm) b tion Syst
Power Consumption: 100mA (without LED) / 180mA (with LED) servation systems
Operating Temp: 14F to 113F (-10°C ~ +45°C) R sl
Weather Proof Rating: P67 -
Operating Humidity: 90% RH max.
Connection type: 6 Pin DIN
Model#: SG7518
Description: Weatherproof Night Vision Camera with Audio
<32 —>»
UPC: 7 78597 07518 2
Package Weight: 2 lbs
Package Dimensions: 10.2” x 8.5” x 3.5” (W x D x H)
Package Cube: 0.14
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