
System Management Server

PRODUCT FEATURES
• IP, hybrid and analog system capability
• Satellite feature allows 64 PMPU1000 to

form a global system with universal cross
network access

• Supports up to 1,024 alarms inputs and
various alarm source type and management

• Supports up to 1,024 event schedules
• Flexible system design
• 32 simultaneous operators per local server
• Operator management, priority, access and

timer executed restrictions
• User-friendly administrator console
• 3x Built-in network interfaces

(1000Base-T)

OPTIONAL COMPONENTS
• PFW950 - GUI client software
• SDK for third party applications

PMPU1000

DESCRIPTION
The PMPU1000 System Management Server provides flexibility and
scalability for a range of video networking needs, up to and including
creation of a global system with universal cross-network access to
video. The unit manages a video surveillance system with the ability
to mix analog and IP devices. It also offers a satellite feature enabling
64 stand-alone servers to work together on an enterprise level.

The PMPU1000 can handle up to 1,024 cameras and 512 monitors
in an IP, analog or hybrid configuration, and supports up to 1,024
alarm inputs with up to 1,024 event schedules. The system supports
Panasonic's PFW950 GUI client software.

Contact your local Panasonic representative to assist you with your
system design.

actual product appearance may vary



1-877-733-3689
panasonic.com/security
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PMPU1000

Analog Matrix
Switcher

WJ-SX650 series

DVR WJ-HD300/300A, WJ-RT416, WJ-HD616, WJ-HD716

Analog
Camera

Supported via Matrix Switcher or DVR

IP IP Camera
PTZ
Fixed Dome
Fixed Box

All i-Pro cameras except for WV-NM100
WV-NS202/202A, WV-NS954,WV-NW964

WV-NF284, WV-NW484S, WV-NW502S, WV-NF302
WV-NP244, WV-NP1004, WV-NP304, WV-NP502

NVR WJ-ND400, WJ-ND300/300A, WJ-ND200 series

Encoder WJ-NT304, WJ-NT314

Decoder WJ-GXD400

Controller WV-CU950

Management
Software PFW950

Supported Devices

IP Hybrid Analog

IP Hybrid Analog

Cameras 512 512

Logical Monitors 384
(64 WJ-GXD400)

64

DVR/NVR 64 64

Controllers 32 64

Alarms 1,024 1,024

Sequences 128 128

Steps per Sequence 128 128

Registered Users 9,999 9,999

Maximum Size per PMPU1000 Server

Consult
Panasonic
for system

design

We recommend you contact a Panasonic representative to assist
you with your system design.


