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Dimensions

Weight
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Item EM-104

Bluetooth V2.0

Intel Atom Z530  1.6G

US15W

Award

1GB/2GB  SO-DIMM (533 MHz)

US15W (Intel GMA500)

10.4” LED panel, XGA 1024 x 768

4-wire resistive touch option sunlight readable

CF  CFIII  4G/8G/32G or 1.8 SSD

1 x  PCMCIA slot

1 x 4-in-1 card reader (External memory card, SD 1.0)

1 x RS-232

2 x USB 2.0 type A host port

1 x VGA output

1 x Line-in

1 x Docking connector

1 x DC-in jack

802.11 b/g/n

XP Embedded / XP Pro Embedded

CCD Camera 2M

Fingerprint

TPM 1.2

RFID 13.56M

WLAN GPRS/3G/3.5G

MSR 1+2+3 Track

GPS Module

VESA Mount

Sunlight Readable

Hot swappable battery

Main battery 1900mA  3S1P

Second battery 3800mA  3S2P

32° F ~ 104° F

-4° F ~ 140° F

10.39” (W)  x  8.38” (H)  x  0.70” (D)

2.64 lbs

IP54 sealing, 3ft drop tested

1 x Line-out

EM-104Mobile Performance Tablet

MSR / GPS / Bumper Bar
options

Docking Station

The new Partner Tech EM-104 has one purpose : to increase pro�tability. 

The EM-104 Mobile Performance Tablet accomplishes this in several ways:  reduc-
ing errors, improving customer satisfaction, improving productivity,  and increas-
ing sales. Users will be able to be more productive both in-store and out in the 
�eld with the EM-104’s 10.4” LED touch panel, which is sunlight readable. Having 
a wireless EM-104 gives users the freedom to work where they want.  

Portable. Powerful. Versatile. 
The EM-104 stays true to Partner Tech tradition with a host of add on peripherals, 
including a MSR reader, �ngerprint reader, GPS module, VESA mounts, a table top 
stand, and much more.  Partner Tech is proud to present the new EM-104 for 2011, 
the ultimate Mobile Performance Tablet.

Mobility




