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OT-100

Ordering Terminal

Features At-A-Glance

4.3"Widescreen LCD
Touch Screen

WiFi / Bluetooth Enabled
SD Card Reader




OT-100

Processor

Freescale i.MX31 /i.MX31L (Co-layout) CPU @ 532 MHz / 133 MHz

System Memory

Mobile DDR 128 MB, NAND flash 128 MB

LCD

4.3" Widescreen (resolution 480 x 272)

Connection Interface

« WiFi 802.11 b/g + Bluetooth Class 2 + Mini USB 2.0

Audio - Line out - Speaker » Microphone Jack
Storage SD Card
Battery Li-ion 2200mAh
Special Features «Vibration Alert + 4-Way Directional Sensor
Ruggedness iP54, 4 ft drop test
Operating System Windows CE 5.0

Dimensions 5.2"(H) x 3.2"(W) x 0.74" (D)
Weight Approx 0.37 Ib
Operating Temperature 320F ~122°F
Storage Temperature 68°F ~ 140° F

Certifications

EMI & Safety : CE, FCC, CB, BSMI, CCC
RF : SRRC, FCCID, R&TTE, NCC

Included Accessories

Cradle, hand strap, leather pouch shoulder strap,

stylus cord, high quality stylus, AC adaptor, battery

WiFi / Bluetooth

Indicator LEDs
Power Button

4.3" Widescreen LCD

Strap Link Stylus

Mini USB 2.0 Headphone Jack

PIRINER

CARE TRUST & RESPONSIBILITY

© 2010 Partner Tech USA. All rights reserved.
Reproduction in whole or in part without written
permission is prohibited. Features and specifications
are subject to change without notice. All weights and
measurements are approximate.

www.partnertechcorp.com
Partner Tech USA - 51 Parker « Irvine « CA - 92618 - Tel: (949) 598-1888 - Fax: (949) 598-0088



