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Supports Second Display

Peripherals: MSR, Fingerprint Reader, 
iButton, RFID, IC Card

OPTIONAL

Freescale iMX6 Cortex A9 DualLite 1.0GHz CPU
Android™ 4.2.2
Bezel-free screen with projected capacitive 
touch (multi-touch)
DDR3-800 1GB on-board
SD card slot
Fanless design
Supports rich I/O

SPECIAL FEATURES

Partner Tech Android POS PAT-215 is powered by Freescale Duallite 1G CPU, support Android 4.2.2

PAT-215 the 15” Multi touch POS terminal. It’s an affordable yet easy to use Android POS terminal, ready to 
integrated with POS peripherals such as Triple track MSR, Customer Display, IC card and NFC reader, which 
can help small and medium business to serve customer effectively, and keep pace with competitors.

COST EFFICENCY ANDROID POS

PAT-215 ANDROID POS TERMINAL



PAT-215

TECHNICAL DATA

Partner Tech USA Inc.,  FAX:+1-949-598-0088 ,  www.partnertechcorp.com

PARTNER TECH USA INC.
15320 Barranca Parkway Suite 150. 
Irvine, CA 92618
TEL: +1-949-598-1888
sales@partnertechcorp.com

*Specification is subject to change without prior notice

Freescale IMX 6 i.MX 6 DualLite 1G

15” LCD, resolution 1024 x 768, 350nits, LED backlight 

Project Capacitive Touch

1GB

10/100/1000 BASE-T Gigabit Ethernet  

8GB eMMC on board

1 * RJ11 port 

1 * RJ-45 LAN port

4 * USB 2.0

1 * DC +12V input power-jack 

1 * Internal SD card

1 * COM Port

3 tracks magnetic reader 

Customer display module (2 x 20 VFD)

Android 4.2.2

AC100~240V/DC12V 7.5A, 90watts adaptor

14.17(W) x 10(D) x 15.43 (H) in

32°F ~ 104°F 

-4°F ~ 140°F

15%~80% 

CE, FCC, BSMI, VCCI, CB
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