
Amador offers reliability which was designed, engineered and purpose built for quality - but at a very competitive price 
for outstanding price / performance. 

Amador includes Windows Embedded POS Ready 7 with 2GB of memory running on an Intel Celeron CPU.  Amador 
supports a full range of peripherals like encryption-capable MSR with fingerprint, rear mount customer pole display, cash 
drawers and printers and more. The low-profile base is sleek and fully foldable, creating optimal viewing for ease of use. 
Amador’s use of an Intel embedded CPU and an embedded Windows operating system, unlike similarly priced terminals 
using consumer grade components, assures long term support for extended rollouts and ease of servicing.

• Intel® Celeron® N2807 1.58GHz (Up to 2.16GHz)
• 2GB DDR3 Memory
• Windows® Embedded POS Ready 7 
• Resistive Touch                                                 
• Fan Free
• Gigabit LAN                      
• VESA Mount Capability
• Multiple Height Adjustments
• Low-Profile, Foldable Base
• Options
 -   Biometric Fingerprint/Encryption-Capable MSR,  

 Rear Display, Printer, Cash Drawer

TOUCH SCREEN POS TERMINAL

FEATURES

HOSPITALITY  •  RETAIL  •  KIOSKS
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AMADOR
PROCESSOR Intel® Celeron® N2807 1.58GHz (Up to 2.16GHz) 

1MB Smart Cache
MEMORY 2GB DDR3L 1333MHz
DISPLAY 15” LED-Backlit LCD Panel (1024 x 768)
TOUCH Resistive 5-Wire
COMMUNICATIONS Gigabit LAN
STORAGE 320GB HDD
PASSIVE COOLING Yes
OPERATING SYSTEMS Windows Embedded POS Ready 7
DIMENSIONS (WxDxH) 14.6” x 12.5” x 9.9”
WEIGHT (lbs) 11.0
COM PORT(s) 3 x DB9 Serial 

1 x RJ-50 Serial
CR PORT 1 Port (Controls 2 Drawers) 

Dual Independent Open Sensor 
COM1/COM5 Select

USB 2.0 PORT(s) 4 on I/O Panel 
1 on Rear I/O

PARALLEL PORT 1, via Optional Conversion Cable
DISPLAY PORT 1 VGA Port
VESA MOUNTABLE Yes

ENVIRONMENTAL
OPERATING CONDITIONS 0°C - 40°C,   20% - 90% Relative Humidity
STORAGE CONDITIONS -20°C - 70°C,   10% - 90% Relative Humidity

A. 12V Input - Power Connector
B. Cash Drawer Port
C. 3 x Serial DB9

D. 15 Pin VGA
E. 4 x USB 2.0
F. Gigabit LAN
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PERIPHERALS
MSR 

(encrypted or non-encrypted)
REAR DISPLAY RECEIPT PRINTER




