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The Spectralink 7522 and 7532 wireless DECT handsets are 
elegant yet robust with a long list of features specially designed 
to increase user as well as business productivity for mobile 
workers in administrative environments. The large color display 
and the intuitive menu structure makes the handsets a valuable 
and preferred choice for mobile workers in administrative 
environments across the range of vertical markets. 

Business Benefits 

Ease of use is key for any handset. Without it the handset  
fails to be a valuable tool for the employee on the move. The 
Spectralink 7522 and 7532 wireless DECT handsets leverage 
an intuitive design – making it easy to use for any user. 

With  the Spectralink 7522 and 7532 handsets, employees 
benefit from increased productivity and optimized daily  
workflow with easier and faster access to the information  
they need to perform their day to day tasks.

The Spectralink 7522 and 7532 handsets are certified and 
tested with market leading Call Control and Unified 
Communications (UC) platforms.

Spectralink 7522 and 7532 
Stylish and Feature-rich Handsets  
for Administrative Personnel          

• Certified and tested with market leading Call Control  
and UC platforms

• Specialized features for administrative  
working environments

• Large color screen and intuitive menu structure

• Combines elegance and durability

• Increases productivity and optimizes workflow

BENEFITS
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About Spectralink
Spectralink delivers secure, cost-effective mobile communication solutions that 

empower enterprises to streamline operations, increase their revenues and deliver 

a positive customer experience – each and every time. Since 1990, Spectralink has 

deployed millions of devices worldwide across the retail, healthcare, hospitality  

and manufacturing sectors – providing workers with the industry’s most efficient, 

in-building communications. 

For more information, visit spectralink.com or call 303.441.7500.

SPECTRALINK 7522, 7532 
• TFT color display: 

– 65,000 colors 
– Eight lines of text/icons 
– 128 x 160 pixels

• Full Slot DECT radio
• Date and time in display*
• Four-way navigation key
• Auto key lock
• 12 different ringtones and adjustable ring volume
• Adjustable alerting volume (low battery/low coverage/ 

incoming message)
• Alerting on silent mode (display flash, vibrator, or short ring)
• CLIP
• Telephone book with 350 entries
• Call list of incoming/missed/received
• Call list size: 40
• Call list saved in non-volatile memory 

FEATURES

• Speed dial
• Vibrating alert
• Speaker on auto-answer
• Auto login – roaming between 15 different installations
• Software Update Over The Air (SUOTA)
• Messaging (180 characters)
• Loud speaking/handsfree
• Headset connection: 

– Spectralink 7522: Traditional headset connection 
– Spectralink 7532: Bluetooth headset connection

• 14 menu languages (UK, FR, DE, ES, IT, NL, CZ, PL,  
DK, NO, SV, FI, PT, RU)

• Subscriptions supported: 15

* System dependent feature. See Feature Reference Guide on  
support pages at support.spectralink.com for details.

APPROVALS
• EMC: 

– EN 301 489-1 
– EN 301 489-6

• Radio:  
– EN 301 406 
– EN 300 328 (Bluetooth 7532 only)

• Safety: EN 60950-1

Note: For latest approvals and regulatory compliance,  
please check our website.

SPEECH / STANDBY TIME
• Spectralink 7522: up to 24/200 hours
• Spectralink 7532: up to 24/130 hours
• Spectralink 7532 with Bluetooth enabled:  

up to 16/119 hours

SPECIFICATIONS

SIZE AND WEIGHT
• Size: 5.7 x 1.9 x 0.7 in. (146 x 48 x 19 mm)
• Weight: 3.9 oz incl. battery (110 g incl. battery)

BATTERY
• Battery: Li-ion battery
• Easy battery change
• Battery lifetime under proper charge and discharge conditions:  

two years or 500 charging cycles

OPERATING TEMPERATURE
• Incl. charging: 32º F - 104º F (0 - 40º C)

http://support.spectralink.com/products/dect/spectralink-75-series

