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cUTTing edge TechnoLogY

• ATEX Zone 2 / 22 certified

• Convertible from a notebook to a tablet PC

• Getac QuadraClearTM Sunlight Readable Display:  

 up to 1200 Nits with Touchscreen

• Water Resistant Reversible Webcam

• Integrable gPS and communication modules

v100 -ex2
Fully Rugged CONVeRTIble NOTebOOK

In one quick rotation the getac V100 -ex2 rugged laptop trans-

forms into a tablet PC. 

designed with the industrial environment in mind the getac 

V100 -Ex2 is both MIL-STD 810G certified and IP65 compliant 

and comprises a magnesium alloy case, a shock-protected 

Hdd, as well as sealed I/O caps and covers to prevent ingress 

damage. 

Featuring an Intel® Core™ i7 -640uM vPro™ -Processor with 

Turbo boost technology the Getac V100 -Ex2 rugged notebook 

is an invaluable tool that gives maintenance engineers and 

inspectors incredible performance at even the most critical 

of moments no matter how harsh the enviroment. The getac 

V100 -Ex2 features a sunlight readable 10.4” LCD Display and 

a water- and dustproof full-sized keyboard.
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SuPeRIOR CONVeRTIble 

TableT PC

The getac V100 -ex2 can also be equipped with a gPS receiver 

and with optional 3.5g WWaN. using this together with the 2 

megapixel webcam perators are able to efficiently report their 

work status with great accuracy in realtime. The Getac V100 

-Ex2 provides comprehensive connectivity options including 

Bluetooth, WLAN, WWAN and the advanced TPM security to 

safeguard important data. 

The getac V100 -ex2 is the 2nd product of a joint venture bet-

ween ecom instruments GmbH, Germany and GETAC Techno-

logy Corporation, Taiwan.

 TranSporTaTion / diSTriBUTion

The notebook-to-tablet getac V100 -ex2 features great porta-

bility.  It is highly applicable to different circumstances, espe-

cially ideal for the logistics industry as it withstands the sharp 

vibration and extreme temperature. 

Getac V100 -Ex2 is MIL-STD-810G certified and IP 65 certified 

to work effectively and smoothly throughout any transport as-

signments.

appLicaTionS

Featuring Intel® Core™ Processor with Turbo boost techno-

logy making the fully rugged Getac V100 -Ex2 notebook best 

suited for maintenance workers and pipeline inspectors pro-

viding incredible performance even at critical moments and 

in tough environments. Integrated 2 megapixel webcam, gPS 

receiver and 3.5G WWAN enable users to accurately and ef-

ficiently report their work status.

cerTificaTion

aTeX
 

† II 3 g ex ic IIC T4
† II 3 d ex ic d 22  T130°C  
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SpecificaTion

operating System Windows® 7 Professional (32 bit or 64 bit)

Mobile computing platform Technology Intel® Core™ i7 vPro™
- Intel® Core™ i7-640UM vPro™ processor with 1.2 GHz, max. 2.26 GHz with Intel® Turbo Boost-Technology
- 4 Mb l3 Intel® Smart Cache
- Mobile Intel® QM57 Express-Chipset

vga controller Intel® graphics Media accelerator Hd

display 10.4“ TFT lCd Xga (1024 x 768) 
1200 Nits-QuadraClear™-sunlight readable display with touchscreen

Storage & Memory 4 gb ddR3, expandable to 8 gb
SaTa-Hdd, 320 gb
Optional SaTa-SSd, 80 gb

Keyboard Membrane keyboard (QWERTZ or QWERTY)

pointing device Pressure sensitive multi-touch screen
glide touchpad with scroll bar

expansion Slots PCMCIA-Typ II    *
expressCard/54   *
Sd-card reader     *

io interface 2 megapixel webcam
Serial port (9-poles; d-Sub)
external Vga (15-poles; d-Sub)  *
Microphone (Mini-jack)   *
audio output (Mini-jack)  *
dC- in Jack 
uSb 2.0 (4-pin) 
uSb 2.0 / eSaTa-combi 
Modem (RJ11) 
laN (RJ45) 

communication interface 10/100/1000 base-T ethernet
56K ITu V.92 modem
Intel® Centrino® advanced-N 6200; 802.11 a/b/g/n
bluetooth (v2.1+edR class 2)
Optional gPS
Optional gobi™2000 mobile broadband

Software Getac Utility
getac Camera
getac V-gPS
adobe® Reader®

Computrace® compatible bIOS
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Security features Intel® vPro™ Technology
TPM 1.2
Smart card reader
Kensington lock

power aC adapter (60W, 100-240VaC, 50/60 Hz)
Li-Ion smart battery (7800 mAh)

dimensions & weight (w x h x d) 289.68 x 222 x 49 mm (11.4“x 8.74“ x 1.93“), 2.5 kg (5.51 lbs)

rugged features • Full magnesium alloy case
• Shock-protected removable Hdd/ SSd 
• Vibration & drop resistant
• EU Explosive Atmosphere ATEX Certified

Environmental Specification Ta -20 °C ... +50 °C
Temperature: 
Operating:   -20 °C (-4 °F) to 55 °C (131 °F)  
Storage:      -40 °C (-40 °F) to 70 °C (158 °F) 
Humidity:    5% to 95% RH, non-condensing

 Not for use in ex-hazardous areas

* Accessible only with screwdriver

BaTTerY Life TeSTing

Conducted under Batterymark 4.0.1. Battery performance will vary upon software applications, wireless settings, power manage-

ment settings, lCD brightness, customized modules and environmental conditions. 

the battery has a limited number of charge cycles and may eventually need to be replaced by a Getac service provider. Battery life 

and charge cycles vary by use and settings. For further technical specifications and information relating to device types please visit 

www.ecom-ex.com.



Locate your nearest ecom partner on www.ecom-ex.com

E0
00

0 
51

5/
 1

.0
00

 / 
W

EE
E-

R
eg

.-
N

r.
 D

E 
93

4 
99

30
6 

· 0
6/

20
14

 S
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.

emea

germany (headquarters) 1

ecom instruments gmbH
industriestraße 2
97959 assamstadt
Phone +49 62 94 42 24-0
Fax +49 62 94 42 24-100
sales@ecom-ex.com
1 also covering austria

ecom benelux 2

ecom instruments bV
Watertoren 45c
3247 cl Dirksland, netherlands
Phone +31 1 87 60 59 16
Fax +31 1 87 60 33 47
info.nl@ecom-ex.com
2 also covering belgium and luxemburg

france 3

ecom nied sarl
4 rue ettore bugatti 
67201 eckbolsheim
Phone +33 3 88 76 46 84
Fax +33 3 88 76 02 85
info.fr@ecom-ex.com
3  also covering algeria, egypt, Morocco,  

Tunisia and libya

italy
ecom instruments srl
Via gandhi, 15 galleria
20017 rho (Mi) 
Phone +39 02 93 90 92 16
Fax +39 02 93 90 62 97
info.it@ecom-ex.com

americas

usa
ecom instruments inc.
1779 Westborough Drive, suite 102
katy, Texas 77449
Phone +1 281 496 59 30
Fax +1 281 496 23 21
info.us@ecom-ex.com

asia

china  
ecom instruments gmbH 
Beijing Office
room 11-c, ciTic building Tower a 19
no.19 Jianguomenwai Dajie, choyang District
beijing 100004
Phone +86 1 08 52 61 81 76 01
Fax +86 1 08 52 61 43 6
info.cn@ecom-ex.com

south east asia
ecom instruments (sea) Pte ltd.
12 arumugam road
#05-11 lion building b
singapore 409958
Phone +65 61 00 33 29
Fax +65 63 99 33 29
info.sg@ecom-ex.com

switzerland 
ecom instruments gmbH 
Merkurstraße 2 
6210 sursee
Phone +41 4 19 21 60 00 
Fax +41 4 19 22 00 08 
info.ch@ecom-ex.com

united Kingdom
ecom instruments ltd
a310, The Wilton centre,
redcar, Ts10 4rF,
united kingdom
Phone +44 1642 46 54 00
Fax +44 1642 46 54 02
info.uk@ecom-ex.com

middle east 
ecom instruments fze
P.o. box 8918
saif-Zone, sharjah, uae
Phone +971 6 5 57 34 30
Fax +971 6 5 57 34 31
info.uae@ecom-ex.com

Finden Sie den ecom Partner in Ihrer Nähe unter www.ecom-ex.com

europa

Deutschland (hauptniederlassung) 1

ecom instruments gmbH
industriestraße 2
97959 assamstadt
Phone +49 62 94 42 24-0
Fax +49 62 94 42 24-100
sales@ecom-ex.com
1 ebenfalls zuständig für österreich

ecom benelux 2

ecom instruments bV
Watertoren 45c
3247 cl Dirksland, netherlands
Phone +31 1 87 60 59 16
Fax +31 1 87 60 33 47
info.nl@ecom-ex.com
2 ebenfalls zuständig für belgien und 
 luxemburg

frankreich 3

ecom nied sarl
4 rue ettore bugatti 
67201 eckbolsheim
Phone +33 3 88 76 46 84
Fax +33 3 88 76 02 85
info.fr@ecom-ex.com
3  ebenfalls zuständig für algerien,  

ägypten, Marokko, libyen und Tunesien

italien
ecom instruments srl
Via gandhi, 15 galleria
20017 rho (Mi) 
Phone +39 02 93 90 92 16
Fax +39 02 93 90 62 97
info.it@ecom-ex.com

amerika

usa
ecom instruments inc.
1779 Westborough Drive, suite 102
katy, Texas 77449
Phone +1 281 496 59 30
Fax +1 281 496 23 21
info.us@ecom-ex.com

asien

china  
ecom instruments gmbH 
Beijing Office
room 11-c, ciTic building Tower a 19
no.19 Jianguomenwai Dajie, choyang District
beijing 100004
Phone +86 1 08 52 61 81 76 01
Fax +86 1 08 52 61 43 6
info.cn@ecom-ex.com

südostasien
ecom instruments (sea) Pte ltd.
12 arumugam road
#05-11 lion building b
singapore 409958
Phone +65 61 00 33 29
Fax +65 63 99 33 29
info.sg@ecom-ex.com

schweiz
ecom instruments gmbH 
Merkurstraße 2 
6210 sursee
Phone +41 4 19 21 60 00 
Fax +41 4 19 22 00 08 
info.ch@ecom-ex.com

vereinigtes Königreich
ecom instruments ltd
a310, The Wilton centre,
redcar, Ts10 4rF
united kingdom
Phone +44 1642 46 54 00
Fax +44 1642 46 54 02
info.uk@ecom-ex.com

naher osten
ecom instruments fze
P.o. box 8918
saif-Zone, sharjah, uae
Phone +971 6 5 57 34 30
Fax +971 6 5 57 34 31
info.uae@ecom-ex.com
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